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1000 Litre PF IBC – Framed Multi Trip IBC 

Description 
 
1000 litre seam free / stress free rotationally moulded bottle and 

outer container transported within a steel cage suitable for lifting 

offshore.  

Steel frame complete with forklift pockets and designed to DNV2.7-

1 / EN12079 for lifting offshore.  

Thick (6mm) walled mouldings for enhanced resistance to chemical 

permeation and attack.   

Fully UV Protected for long outdoor life. 

Plastic Inner and Bottle Container are enclosed in a low 

temperature carbon steel frame with 4 way. 

Forklift pockets and c/w Lifting Slings. 

 

Notes:  

• Graphic is for illustration purposes only. 

• Tare weights comply with requirements of BS EN 12079 by 

excluding sling set. 

 

Capacity 

 

• Litres: 1,000 

• Imperial Gallons: 220 

• US Gallons: 264 

Dimensions (mm) 

 

• Height: 1,900 

• Width: 1,370 

• Length: 1,370 

Weight (kg) 

 

• Tare Weight: 1,000 

• Payload: 1,900 (Max SG for full 

payload: 1.90) 

• Gross Weight: 2,900 

 

 

Approvals 
 
• FDA & UN Group II and III 

Approved  

• Maritime and Coastguard Agency 

Certificate of Fitness for the 

Carriage by Sea of Dangerous 

Goods in a Portable Tank or Road 

Tank Vehicle 
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For more information on our products and services, please contact your local Centurion Accommodation & 

Modular representative or email us at CAMUK@centuriongroup.co.uk.  

 

 

 

 

 

Design 

Tank UN Group II and III 

Frame BS EN 12079: 1999 / DNV 2.7-1 

Sling BS1290 / DNV 2.7-1 

Fittings 

Discharge Assembly 
Double Locking 2” BSP Male Threaded Discharge Ball Valve c/w 
Stainless Steel End Piece 
(Plastic or Titanium End Piece on IBC’s for Sodium Hypochlorite) 

Combined Pressure & Vacuum 
Relief Valve 

Captive Screw on 150mm Lid c/w EPDM Seal 

  

Technical Specifications 
 

 

 


