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NQ 600 Gallon Offshore Transportation Chemical 
Tank 

Description 
 
600 gallon (imperial) single compartment, stainless steel portable 

tank equipped for bottom discharge with provision for cargo 

sampling. Airline valve assembly to assist content flow and 

protection via a vacuum / pressure relief system. 

Suitable for the carriage of hazardous liquids, class 3, 6.1, 8 & 9.  
  
Tank is enclosed in a low temperature carbon steel frame with 

lifting pad eyes and for pockets for mechanical handling. 

 

Notes:  

• Graphic is for illustration purposes only. 

• Tare weights comply with requirements of BS EN 12079 by 

excluding sling set. 

 

Capacity 

 

• Litres: 2,728 

• Imperial Gallons: 600 

• US Gallons: 720 

Dimensions (mm) 

 

• Height: 2,160 

• Width: 2,030 

• Length: 2.030 

Weight (kg) 

 

• Tare Weight: 1,980 

• Payload: 4,520 (Max SG for full 

payload: 1.66) 

• Gross Weight: 6,500 

 

 

Approvals 
 
• IMO International Maritime 

Dangerous Goods (IMDG) Code for 

the Carriage by Sea. 

• Maritime and Coastguard Agency 

Certificate of Fitness for the 

Carriage by Sea of Dangerous 

Goods in a Portable Tank or Road 

Tank Vehicle 

• Lloyds Register Tank Container 

Construction Certification  
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For more information on our products and services, please contact your local Centurion Accommodation & 

Modular representative or email us at CAMUK@centuriongroup.co.uk.  

 

 

Design 

Tank BS DP5500 / IMDG T7, ADR/RID, ASME VIII, IMO Type 1 

Frame BS EN 12079: 1999 / DNV 2.7-1 

Sling BS1290 / DNV 2.7-1 

Fittings 

Discharge Assembly 
3” bottom discharge assembly, 3” emergency foot valve with 
extended Firesafe design 2” BSP (male) outlet and 0.75” sampling 
valve 

Pressure Relief Valve 
2.5” BSP (316 stainless) High-flow Relief Valve incorporating fire 
gauze 

Vent Valve ¾” bore ball valve 

Parameters 

MAWP 1.75 bar 

Hyd. Test Pressure 2.66 bar 

Product Temperature Ambient 

Design Temperature -20°C to +50°C 

  

Technical Specifications 
 

 

 


