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Stackable Oilfield Filter Press FTP800 – FTP1600 

Description 
 

Clean completion fluids can only be obtained by using the right 

selection of filtration equipment and consumables.  

 

The diatomaceous earth (D.E.) filtration system is the most effective 

method for filtration of completion fluids. Filter Press Filtration 

Systems in combination with the FT600 Duplex filter cartridge and DE 

mix tanks have proved to be the most effective, safe and operator 

friendly solutions for filtration of brines. 

 

For nearly two decades, Centurion Fluid Filtration has been 

designing, manufacturing, and supplying complete filter packages, 

including filter consumables to all major oilfield service companies. 

Typical Applications 

 

• Well Completion Fluids 

• Brines 

• Gravel Pack Fluids 

• Work-Over Fluids 

• Waste Water 



  

 

DELIVERING SAFE AND INNOVATIVE SOLUTIONS TO MEET 
PRODUCTION AND PROCESS NEEDS. 

 

www.centurionukrs.com/fluid-filtration                       T: +44 (0) 1467 634992 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

FTP 800 

Number of Plates 32 

Plate Size (mm) 1,200 X 1,200  

Filtration Area 800 ft2 

Working Pressure 7 Bar 

Design Temperature 80°C 

Recommended Flow Rate 13 bbl / minute 

Inlet / Outlet Size 4” 

Weight (kgs) 8,200 

Dimensions (mm) 4,500 X 1,650 X 2,200 

FTP 1200 

Number of Plates 48 

Plate Size (mm) 1,200 X 1,200  

Filtration Area 1,200 ft2 

Working Pressure 7 Bar 

Design Temperature 80°C 

Recommended Flow Rate 15 bbl / minute 

Inlet / Outlet Size 4” 

Weight (kgs) 9,000 

Dimensions (mm) 5,200 X 1,650 X 2,200 

Technical Specifications 
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For more information on our products and services, please contact your local Centurion Fluid Filtration 

representative or email us at CFFUK@centuriongroup.co.uk.  

 

FTP 1600 

Number of Plates 64 

Plate Size (mm) 1,200 X 1,200  

Filtration Area 1,600 ft2 

Working Pressure 7 Bar 

Design Temperature 80°C 

Recommended Flow Rate 30 bbl / minute 

Inlet / Outlet Size 6” 

Weight (kgs) 11,500 

Dimensions (mm) 6,200 X 1,650 X 2,200 


