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        Model Domnick Hunter Pneudri MXP 106 

   
 
 
 
 
 
 
 
 
 

Performance 

Flow Rate  CFM 1,100  

Max Rate Operating Pressure  BAR (PSI) 12.0 (175)  

Minimum Operating Pressure  BAR (PSI) 4.0 (58)   

Maximum Operating Pressure  BAR (PSI) 13.8 (200)  

Air Quality Class  ISO 8573:1 Class 1.2.1  

Dew Point  -40C (40F)  

Noise Level  75 DBA  

Filtration  
General Purpose  
0.1 Micron High Efficiency  
1.0 Micron high Efficiency  

Desiccant Air Dryer 

Technical Specifications 
 
 
 



 

 

AIR, STEAM AND POWER SOLUTIONS FOR CRITICAL INDUSTRIES. 

 
www.centurionukrs.com/power-equipment  |  T: +44 1224 215400  |  24-hour support: +44 7557 855562 

 
 

 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

Full certification provided. 
 
 
 
 

 
Note: The above referred specifications are our minimum standard and for guidance purposes only.  For air 
dryer specific information applicable to comply with region specific standards, please consult your local 
Centurion Power & Equipment representative.   

  
For more information on Air Dryers, please contact your local Centurion Power & Equipment representative or 
email us at CPEUK@centuriongroup.co.uk.  
 

Dimensions 

Overall Length  2,000 mm  

Overall Width  1,000 mm  

Overall Height  2,150 mm  

Weight  1,800 Kgs  

Inlet / Outlet  Connections 2” NPT Ball Valves- normally fitted with WECO Fig. 100  

Compliance 

Pressure Equipment Directive: 97/23/EC  

Group II Category 3 GD T5 Under 94/9/EC  

ATEX Directive 93/68/EEC , 92/31/EEC  

DNV 2.7-1  

Special Features 
 
• Unit supplied in lifting frame built to DNV 2.7-1 specification 


