
 

 

AIR, STEAM AND POWER SOLUTIONS FOR CRITICAL INDUSTRIES. 

 
www.centurionukrs.com/power-equipment  |  T: +44 1224 215400  |  24-hour support: +44 7557 855562 

 
 

 
  
 
 
 
 
 
 
 
 
 
 
 
   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
   
 
 
 
 
 
 
 

H250 VSD 250 CFM Electric Compressor 

Description 
 
Centurion Power & Equipment H250 VSD Electric Compressor 
comes with PACE technology (Pressure Adjusted through Cognitive 
Electronics), an electronic pressure regulation system. You select the 
pressure in the compressor’s controller, your application dictates the 
flow, the PACE controller locks in and regulates the perfect 
combination. 
 
The perfect fit for low emission zones. Silent operation: noise level as 
low as 65 Db(A). Lower need for ventilation when working in closed 
off environments: tunnels, underground or indoor locations. 
 
Integrated start-up protection: you set the max amps the machine is 
allowed to take from the grid and the E-Air compressor always 
complies. (No phase sequence issues; the VSD can handle any 
combination).                                                                                                                                                                   

Key Features 
 
• Frame built to DNV 2.7-1 
• 110% spillage-free frame 
• Motor oil-cooled with potted windings 

for robustness (IP66) 
• Aftercooler and Bypass  
• Adjustable air volume and pressure 

range 
• Smart Socket (fit on 16A, 32A or 63A 

power connection) 
• Plug and Play versatility  
• Low Emissions  
• Up to 50% operational cost savings 

compared to diesel models 
• Best in class with flow to weight ratio 

 
 

Safety Features 
 
• Safety relief valve: 15 bar g 
• Rig ESD Connection: 110v (Optional) 
• Emergency Stop: x 1 
 
 
Optional 
 
Technical drawings available on request: 
• P&ID 
• GA 
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Note: The above referred specifications are our minimum standard and for guidance purposes only.  For 
compressor specific information applicable to comply with region specific standards, please consult your local 
Centurion Power & Equipment representative.    

For more information on Air Compressors, please contact your local Centurion Power & Equipment 
representative or email us at CPEUK@centuriongroup.co.uk.  

Specification 

Performance / Flow   63A 233 cfm, 32A 123 cfm, 16A 57 cfm 

Working Pressure    72 – 174 psi  

Socket Connection   CE Smart Socket 63A (5 pin - 3P, N+E) 

Installed Motor Power   37 KW  

Voltage Required   380V – 460V +/- 10%  

Rated Frequency 50/60Hz 

Amps  50amp 

Ambient Operating Temperatures   -10°C – 50°C   

Noise at Full Load 65dba 

Vibration at Full Load 0.87mm/s 

Start System Electric 

Safety System Electric 

Air Outlets  3 x ¾” & 1 x 2” 

Lifting Specification, Weights and Dimensions  

Lifting Spec   DNV 2.7-1  

Length   2165 mm  

Width  1300 mm  

Height  1255 mm  

Weight (kg dry)  1200kgs  

Max Gross weight  1500kgs  

Shipping Weight  1500kgs  

Technical Specifications 
 

 
 


