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General Specifications 

Model  Safe Zone Booster Pump – DNV2.7-1 

Volume Delivery  4,000 USGPM at 1750 Rpm 

Rated Operating Pressure  7 to 16 bar 

Engine Type  Caterpillar 3412 

Impeller Type  Stainless Steel 

Inlet Connection  8” 

Outlet Connection 6” 

Starting System  Pneumatic 

Ambient Capability  +45⁰C 

Fuel consumption (litres/hour)  77 Litres/ Hour 

Safe Zone Booster Pump DNV 2.7-1 Containerised 
Diesel Driven 
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For more information on Booster Pumps, please contact your local Centurion Power & Equipment 

representative or email: CPEUK@centuriongroup.co.uk.  

 

 

 

 

 

Fluid Capacities 

Pump Seal Oil  3.4 Litres (from empty) 

Pump Bearing Box  1.5 Litres (from empty to level plug) 

Engine Oil (including 2x filters)  65 Litres 

Engine Coolant  300 Litres 

Fuel Tank  1,000 Litres 

Weight and Dimensions 

Gross Weight  10,000 Kgs 

Overall Length  4,600 mm 

Overall Width 2,250 mm 

Overall Height  2,520 mm 

Lifting Specification  DNV 2.7-1, -20⁰C 

Fluid Description 

Pump Seal Oil  N 68 Hydraulic oil/ Hydrex AW 68 

Pump Bearing Box 15W 40 Engine oil (mineral oil) 

Engine Oil (unless otherwise stated)  
Castrol Tection 15 W 40 Mineral Oil 
Total Rubia TIR 7400 15W40 

Engine Coolant 
Water/Glycol 50/50 Mix 
CAT DEAC (Diesel Engine Antifreeze Coolant) 
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