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Stanley BR67 Breaker 

Description 
 
The BR45 and BR67 Hydraulic Breakers are medium to heavy duty, 
thus being ideal for breaking concrete and small rocks, rod diving 
and tamping.  
 
A trouble-free diaphragm accumulator provides added punch and 
reduced coil. 
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Key Features 
 

• Well balanced tool for 
minimum operator fatigue 

• Variety of breaker points 
available, including flat, 
moil and spade 

• Feathering on/off valve to 
control speed, makes 
startup and initial tool 
placement more reliable. 

 

Model 
 
• BR45 and BR67 

 
 

What’s Included 
 

• Industry Standard 3/4 Wing 
Type Hydraulic Connectors 

• 1.5mtr Tool Whips Supplied 
With Unit 

• Operating Manual 
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Overall Specs BR45 BR67 

Capacity 1” Hex 6” x 1 ¼” Hex  

Weight 25 kg 30 kg 

Length 65 cm 68 cm 

Width 36 cm 40 cm 

Pressure  105-140 bar 105-140 bar 

Max Back Pressure  17 bar 17 bar  

Flow Range 26-34 l/m 26-34 l/m 

Optimum Flow 30 l/m 30 l/m 

Porting 8 SAE 8 SAE  

Output 1800 Blows/min 1800 Blows/min 
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